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CONSTRUCTION DETAILS

GENERAL NOTES

1. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE
1 LOCATIONS PRIOR TO INSTALLATION.

2. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE
PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW
SIGNAL.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL
SIGNAL CABLE TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL
EACH CABLE.

4. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR
TO INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY
CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE
PROJECT ENGINEER.

5. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE
FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS, HIGHEST
ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TO MEET CLEARANCES
AS SPECIFIED IN MD 816.03, MD 818.01, MD 818.02, MD 818.04.
THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE
INSTALLATION OF ALL SIGNAL EQUIPMENT.

6. ALL UNUSED SIGNAL CABLES SHALL BE REMOVED AND DISPOSED.
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A INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH BREAKAWAY BASE ., w
COUNTDOWN PEDESTRIAN SIGNAL HEAD AND AUDIBLE TACTILE PUSHBUTTON STATION AND SIGN. o
SIGN. (NOTE: ONE 3 IN. PVC SCHEDULE 80 CONDUIT BEND)
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. USE EXISTING PEDESTAL POLE, REMOVE EXISTING PEDESTRIAN SIGNAL HEADS
- AND EXISTING AUDIBLE TACTILE PUSHBUTTON STATION SIGN. INSTALL COUNTDOWN
PEDESTRIAN SIGNAL HEAD AND NEW AUDIBLE TACTILE PUSHBUTTON STATION AND SIGN.

(NOTE: DISCONNECT EXISTING PEDESTRIAN SIGNAL .CABLE AND AUDIBLE
TACTILE PUSHBUTTON STATION SIGN CABLE AND REMOVE CABLE FROM CONDUITS.

C. INSTALL EXISTING PEDESTAL POLE TO NEW FOUNDATION, INSTALL EXISTING AUDIBLE
TACTILE PUSHBUTTON STATION SIGN TO NEW LOCATION, RELOCATE EXISTING SIGNS TGO NEW
LOCATION AND INSTALL COUNTDOWN PEDESTRIAN SIGNAL HEAD ONTO RELGCATED POLE.

D. USE EXISTING MAST ARM POLE, REMOVE EXISTING PEDESTRIAN SIGNAL HEADS.,
REMOVE EXISTING AUDIBLE TACTILE PUSHBUTTON STATION AND R10-12 SIGN. REPLACE
EXISITNG SIGNAL HEADS WITH 12IN. BLACKFACE LED SIGNAL HEADS.

(NOTE: DISCONNECT EXISTING PEDESTRIAN SIGNAL CABLE AND AUDIBLE
TACTILE PUSHBUTTON STATION SIGN CABLE AND REMOVE CABLE FROM CONDUITS.

E. INSTALL CONCRETE FOUNDATION FOR EXISTING STEEL PEDSTAL POLE WITH BREAKAWAY BASE.
F. RELOCATE EXISTING POLE AND REMOVE FOUNDATION 12 IN. BELOW GRADE AND BACKFILL.
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